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3700 Series Programmable DC Electronic loads 
• Programmable output 
• Over power protection 
• Over current protection 
• Monitored By P C Software 
• Compact size and light weight 
• LCD display with back light 
• Parallel connection for higher power systems 

Type 3710A 3711A 

Input quantity 1 1 

Input voltage (Max) 360V 360V 

Input power (Max) 150watts 300watts 

Input current (Max) 30Amp 30 Amp 

Voltage accuracy 0.000-3.999±(0.2%+3mV), 4.00-35.99±(0.2%+30mV), 36.0-360.0±(0.2%+300mV) 

Current accuracy 0.000-2.999±(0.2%+3mA), 3.00-30.00±(0.2%+300mA) 

Minimum resolution Voltage 1mV    Current  1mA  

Min conductive  Resistance   <0,08Ω  

Ripple 10mV pp  

Communication RS 232 / RS 485  

Active X Free Active X for VC++/ VB / Delphi / Lab View  

Memory 10 points EEPROM  

Protective mode Over Voltage / Over Current / Over Power / Over Temperature / Reverse Polarity  

Mains voltage 110/220VAC Switchable 50 to 60Hz  

Weight 5.0 Kg 

Dimension 248mm  wide x 88.1 mm high x 250 mm depth 

Accessories Software, users manual, 5A mains lead, Carrying handles 

Optional Accessories 

   

RS 232 Adaptor, RS 485 Adaptor, 19” rack mounting kit 

 Communication interface adaptor 

19” Rack mounting shelve 

19” Rack mounting 
 Shelve 
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